
















Torque recommended for the fasteners of handlebar straight, 
handlebar stem, saddle, saddle tube and wheel 
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Assembly 

Hexagonal packing nut 

Four tube clamp bolts for 
the handlebar straight 

Seat slide clamp 

Frontlrear wheel set 
screw torque 
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Assembly 

Torque of the fender 
installation bolt 

In/1 bs 

115-145 

120-145 

35-60 

In/1bs 

50-60 
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Assembly In/1bs 

Disc-brake to hub 55 

Nm 

13-16.4 

13.6-16.4 

4-6.8 

Nm 

5.6-6.8 

Nm 

6.2 
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Assembly In/1 bs Nm 

Pedal to crank 307 34.7 

Crank bolt (square shaft) 300-395 33.9-44.6 

Botlom bracket 432-606 49.1-68.9 
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Assembly In/1bs Nm 

Freewheel to hub 
29.4-49 

(rotating freewheel) 260-434 

Front axial to the front fork 260-434 29.4-49 

Rear axial to the frame 260-434 29.4-49 

kg f/cm 

132-167 

138-167 

40-69 

36 

kg f/cm 

58-69 

kg f/cm 

63 

kg f/cm 

353 

345-454 

500-702 

kg f/cm 

299-499 

299-499 

299-499 
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Regulation , disassembly and assembly of the relevant 

components of the bicycle 
1) Regulation of the quick release 

( Unlock the quick release. 

( Regulate the screw of the quick release manually to regulate the tightness of the 

quick release (as shown in Figure 17). 

( Lock the quick release . 

2) Regulation of the tightness of the frame folding device 

( Unlock the insurance of the folding device to open it. 
( Loosen the flat head screw stopper on the folding strut(as shown in Figure 18), reg

ulate the screw of the folding device(as shown in Figure 19) to make it to a proper tight

ness, and tighten up the flat head screw stopper. 

3) Regulation of the tightness of the stem folding device 

( Screw offthe screw bolt ofthe folding device (as shown in Figure 20), open the fold

ing device. 

( 2.Regulate the sunflower lifting screw(as shown in Figure 21) , adjust the folding 

device to suitable tightness , screw up the screw bolt. 
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